
HANDLE HOLES

43.00

6
0
.
0
0

12.00

43.00

54.00

1
8
.
2
5

1
8
.
2
5

2
5
.
2
5

2
0
.
2
5

2
8
.
0
0

Ø7
.0
0 
MA
X.

Ø1
2.
00
 M
AX
.

manufacture or otherwise disclosed without

prior written consent of the company.

 copied (in whole or in part) used for

property of T. DOLMAN.  It must not be

This drawing/document is COPYRIGHT and the

G

F

E

QTY PER SET SCALE

FINISH

MAT'L

DO NOT SCALE

DIMENSIONS IN MM
C  T. DOLMAN. 1996

THIRD ANGLE PROJECTION

D

C

B

A

1 2 3 4 5 6

NUMBER

PROJECT No. DRAWING REF ISSUE

STOCK CODE

DRAWING

TITLE

DESCRIPTION

A2

1SS CH'DDRN DATE

7 8 9 10 11 12

1:1 

SEE NOTES

TYPICAL ROUTING DETAIL - STALLION 2
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.... the strength of hardware design 

STALLION 2 SHOOT BOLT FITTING INSTRUCTIONS 
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f) - PRESS DOWN FIRMLY
ON 'C' C HA N NE L

AD JACENT T O  CLAMP

UNTIL IT SNAPS IN

IMiiili&i=ii:Mii@·II 
j) - SET THE BOLT 
ENDS TO THE DESIRED 

PROJECTION 

g) - IF EXTRA GUIDE IS

PRESENT, POSITION IT
HALF WAY BET WEEN
END GUIDE AND CLAMP

i) • INSERT SCREWS INTO
END GUIDE AND COVER 

PLATE 

I) - INSERT HANDLE AND 
ROTATE FULLY TO ACTIVATE 

SELF LOCKING MECHANISM
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