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YALE MULTIPOINT DOOR LOCKS

SHOOTBOLT
OVERALL

SHOOTBOLT LENGTH
SASH REBATE ON

YLM14300M PART CODE
TYPE TOP BOTTOM MIN MAX

Standard 200mm 200mm 1979mm 2452mm PAD90011SS
Short High

Security 150mm 132mm 1783mm 2334mm PAD90088S

• 35mm backset as standard
• PZ92mm centre case
• Easily reversible latch
• Tested to PAS 24 & SBD accredited
•	 Sprung	and	un-sprung	centre	cases	available
•	 Un-sprung	lock	case	has	twin	followers	to	accommodate	
	 both	front	door	night	latch	operation	and	back	door
	 lever/lever	functionality
•	 Stainless	steel	pre-compression	rollers	pull	the	door	in	before	
	 locks	are	deployed	to	give	smooth,	effortless	engagement	
	 and	optimal	weather-proofing.
• High-security hooks with 25mm engagement
•	 Corrosion	resistant	to	BS	EN	1670	Grade	4	240	hours	salt	spray
• Tested to minimum of 100, 000 cycles with a 10-year 
 mechanical guarantee
•	 Single	or	multi-piece	keeps	and	wide	choice	of	packers	
	 available	to	suit	most	profiles
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KEEPS TO SUIT
One Piece Keep
Left Hand Right Hand
YLM91031M YLM91032M

For	the	correct	packers	please	contact	our	sales	office
on 01234 242724.

For	shootbolts	please	see	the	table	below

Lockmaster 21
3 Hook, 4 Roller, 
2 Anti-lift Pins, Extendable

DESCRIPTION CENTRE 
CASE CENTRES BACKSET SPINDLE ROLLER

HOOK & 
ANTI LIFT 

PINS

NO. OF KEEPS REQUIRED
PART CODE

CENTRE HOOK

Lockmaster 21,
Extendable

Latch & 
Hookbolt 92mm 35mm Single 4 2 1	x	One	Piece	Keep YLM14300M

Lockmaster 21,
Extendable

Latch & 
Hookbolt 92/62mm 35mm Twin 4 2 1	x	One	Piece	Keep YLM14301M

New
Door Lock




