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Designed and developed in the UK, Yale’s SlotVent has been 
created with the change of ventilation requirements in mind. 

The product will be available and stocked in 2500, 4000 & 5000 
EA variants in a wide range of colours.

To find out more and be notified as soon as this product 
is available, please contact your Window Ware area sales 
manager.

Model
Airflow 

(EA)
Length 
(mm)

SlotVent 2500 2500 252

SlotVent 4000 4000 375

SlotVent 5000 5000 467

SlotVents

Internal Vent  
• Yale branded

• Pre-fitted clips

• Vent can be tilted 30, 60 or 90 degrees 
according to ventilation requirements

• Range includes options for with and without 
foam gasket for noise and draft reduction

External Hood 
• Pre-fitted clips

• Provides ventilation whilst preventing water 
from entering the home

• Built-in fly screen to prevent flys/ bugs from 
entering the home

Components Colour Range
Colours can be mixed and matched to suit the 

aesthetics of the window.

Fly screen for overframe
• Fitted under internal vent when 

no external hood is used.

• Fly screen prevents flys/ bugs 
entering the property

Agate Grey RAL 7038

Anthracite Grey RAL 7016

Black RAL 9005

Brown RAL 8022

Cream RAL 1015

Chartwell green RAL 6021

Irish Oak RAL 8003

Slate Grey RAL 7015

Tan RAL 1011

White RAL 9003

White clips pre-fitted on white vents
Black clips pre-fitted on all other colours
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Approved Document F provides guidance on meeting building 
regulations that specifically apply to ventilation and can be 
seen at (www.gov.co.uk).

Approved Document F recommends that adequate ventilation is provided to 
prevent excess condensation buildup which could damage the structure of the 
property. It also ensures that air flows through the property maintaining good 
levels of indoor air quality.

 

Building Regulation compliance is important for installation, inspection, testing, 
commissioning, and provision of information when installing fixed ventilation 
systems in new and existing properties. 

The Yale SlotVent has been designed and tested to comply with The Building 
regulations England and Wales requirement F- Means of Ventilation and the 
Scottish Building Regulations October 2011 Standard 3.14.

The regulations

Range includes
2500EA

4000EA 

5000EA 

Equivalent area (EA) is a measure of the 
aerodynamic performance of a ventilator. It 
is the area of a sharp-edged circular orifice 
which air would pass through at the same 
volume flow rate, under an identical applied 
pressure difference, as the opening under 
consideration**
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Scan the code with 
your mobile to order
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2500EA Routing Prep

4000EA Routing Prep

5000EA Routing Prep


